C A M B R I P & E
MobpeL 770 SERIES

LiGHT VEHICLE / AIRPORT SCALE

Applications:
* General Purpose Weighing

« Airport Containers

« Airport Trams

» Pick-Up Trucks

- Single Axle / Light Duty Vehicles
- Recycling Centers

- Landscape Yard

—_— Model 770 Series shown with optional ramps

Model 770 Series Standard Features: R C T Ci OMe WOrd, s,
: as designed our Model 770
* Modular Design Series with unique “drop-in-
= 30,000 Ib & 40,000 Ib Capacities place” modules and convenient
- 4", 5' & 6' Drop-in-Place Modules alignment mounting pins for
- 8 and 10" Widths Available sadloe Mpldon.
« Environmentally Sealed Load Cells

= Stainless Steel NEMA IV Junction Box

« Structural Tubular Steel Construction

« Diamond Tread Deck Plates

- Scale Assembles in Sections on Site (No Welding)
- Standard Shipping Mode is by LTL Carrier

This photo illustrates the modular
connection with the asphalt

plate for center leveling foot

and scale support.

Model 770 Series Options:
- Ramps with Asphalt Package T L modkie s Bikipenderit
« Stainless Steel Load Cells S B wired at the factory for quick
* Model CSW-10 Indicator R —

. and easy installation. The
- stainless steel NEMA IV junction
e - boxes are prewired and only
WA - require a single signal cable from
e - one of the boxes to the indicator.
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This photo illustrates the

optional asphalt package

€ A MBRIDGE

Optional ramp has an asphalt
package and locator plates.

The asphalt package supports
the scale on asphalt and protects

the scale from settling. The locator

plate properly aligns the ramp and

scale and supplies proper clearance

ramp understructure. for operation.
Model 770 Series Sizes and Specifications:
Number of Number of MNumber of Load Cell Estimated
Size Capacity CLC Modules Sections Load Cells Capacity Shipping Weight
B'x8 x5 30,000 Ibs | 20K 2 3 B 10K 1,850 Ibs.
8 x10'x 5" 30,000 Ibs | 20K 2 3 6 10K 2,000 Ibs.
8x12'x5" 30,000 Ibs | 20K 2 3 6 10K 2,375 Ibs.
8'x18'x5" 30,000 Ibs | 20K 3 4 a8 10K 3,650 Ibs.
8x24'x5" 30,000 Ibs | 20K 4 5 10 10K 4,800 Ibs.
10'x 10" x 5" | 30,000 lbs | 20K 2 3 6 10K 2,400 Ibs.
10'x 12'x 5" | 30,000 lbs | 20K 2 3 6 10K 2,850 Ibs.
10'x 18'x 5" | 30,000 lbs | 20K 3 4 8 10K 4,375 Ibs.
10'x 24" x 5" | 30,000 lbs | 20K 4 5 10 10K 5,700 Ibs.
B'x8 x§g" 40,000 lbs | 30K 2 3 B 15K 2,000 Ibs.
8'x10"x 6" | 40,000Ibs | 30K 2 3 B 15K 2,250 Ibs.
8'x12'x 6" | 40,000Ibs | 30K 2 3 B 15K 2,670 Ibs.
8'x18'x 6" |40,000Ibs | 30K 3 4 8 15K 4,100 Ibs.
8 x24'x6" | 40,000 Ibs | 30K 4 5 10 15K 5,375 Ibs.
10" x 10" x 6" | 40,000 Ibs | 30K 2 3 6 15K 2,700 Ibs.
10" x 12' x 6" | 40,000 Ibs | 30K 2 3 6 15K 3,200 Ibs.
10" x 18' x 6" | 40,000 Ibs | 30K 3 4 8 15K 4,800 Ibs.
10'x 24' x 6" | 40,000 lbs | 30K 4 5 10 15K 6,400 lbs.
Distributed By:

Cambridge Scale Works, Inc. will warrant
this product for one full year against defects in
material andfor workmanship.
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